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STONE PRO - Porous Pro Sealer 
Porous Pro Sealer is designed to protect and seal soft porous stone as well as grout joints. 
Enhanced to adhere to and fill larger voids in porous stone, this deep penetrating sealer 
impregnates porous natural stone with its unique “Hybrid Carrier Technology” and 
protects deeper and longer than other sealers.  Because Pro Sealer does not trap moisture, 
it is also ideal for waterproofing and sealing of concrete, stone, and masonry.  Pro Sealer 
prevents hard water stains, and staining from food, water, oil, and dirt. 
 
SURFACES: 
Grout, travertine, limestone, masonry, brick, and other porous stone. 
 
PRODUCT FEATURES: 

� Protects against both oil and water based stains. 
� Best for unpolished stone. 
� Terrific grout sealer. 
� New Quick-Dry Formula. 
� Impregnates the stone for longer lasting protection. 
� Leaves no residue. 
� Surfaces retain natural color, texture, and appearance. 
� Safe, easy-to-use, and VOC compliant. 
� No harsh smell and non-flammable. 

 
COVERAGE: 
1 Qt. 50-200 sq. ft. 
1 Gal. 200-800 sq. ft.  5 Gal. 1000-4000 sq ft 
Note: Coverage rates may vary due to the density and porosity of the surface. 
 
DURATION: 
The expected wear depends upon hardness and texture of surface, type of area, weather 
conditions, surface wear/traffic and type of maintenance products used.  Test surface 
annually. 
 
SAFETY PREPARATIONS: 

� For best results shake well before using. DO NOT Dilute. 
� Excess sealer may dry on surface as white residue.  Completely remove excess 

sealer. 
� Protect people, plants, pets and non masonry items from residue, splash or wind 

drift. 
� Divert all traffic.  Avoid use on extremely hot or windy days. 
� For best results:  Clean surface area with appropriate Stone Pro cleaner prior to 

use. 
� Area must be dry before application. 
� Always use eye protection, chemical resistant gloves and inhalation protection 

prior to use. 
� Test in an inconspicuous area prior to use. 
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DIRECTIONS: 
 
COUNTERTOPS / WALLS: 

1. Pour a small amount of sealer directly onto stone surface or 
soft towel. 

2. Massage and/or wipe over stone area that you want to seal. 
3. Let sealer penetrate 3-7 minutes.   

4. Then, completely remove excess sealer. Note: Excess 
sealer may dry on surface as white residue, splash or wind 
drift. 

 
FLOORS:  
When using a lambs wool/micro fiber applicator on floors. 

1. Pour sealer into clean bucket. 
2. Using a lamb’s wool/micro fiber applicator, soak up sealer 

using applicator. 
3. Start in the middle area of the floor and spread sealer out 

uniformly over a small 20-50 sq. ft. area. 
4. Do not let puddle. Continue throughout entire floor. 
5. Let sealer penetrate 3-7 minutes. 
6. Then, completely remove excess sealer. Note: Excess 

sealer may dry on surface as white residue, splash or wind 
drift. 

 
FLOORS: 
When using a chemical resistant sprayer on floors: 

1. Pour chemical into solution tank. 
2. Spray consistently over a controllable 20-50 sq. ft. area. 
3. Do not puddle. Continue throughout entire floor. 
4. Let sealer penetrate 3-7 minutes. 
5. Then, completely remove excess sealer. Note: Excess sealer may 

dry on surface as white residue, splash or wind drift. 
 
 
CAUTIONS: 
100 VOC/GPL 
 
FIRST AID: 
Skin:  Use protective gloves.  May cause skin irritation.  Wash with soap and water. 
Eyes:  May cause irritation.  Flush with water for 15 minutes.  Seek Medical attention. 
Ingestion:  May be harmful if swallowed.  Contains Petroleum Distillates.  Seek Medical 
Attention immediately. Inhalation:  Remove to fresh air.  If difficulties persist, call a 
physician immediately. KEEP OUT OF REACH OF CHILDREN 
 


